MATERIAL SAFETY DATA SHEET
TRADE NAME:  Price Asphalt Tar & Grease Remover             DATE February 7, 2006 ®

 

                                                                       SECTION I                         

MANUFACTURER’ NAME:               


EMERGENCY TELEPHONE NO.:

Price Research, Ltd.
    



816-924-5955                        

3511 Stadium Drive,

                                           Transportation Emergency No.:

Kansas City, Missouri 64129                                                      1-877-889-6449

NAME OF PERSON TO BE CONTACTED:

FORMULA:

      Mr. Arun Patel




     Proprietary 

SECTION I-PRODUCTION IDENTIFICATION

SECTION II:  INGREDIENTS
CHEMICALS


CAS NO #


% (APPROX.)
         TLV (units)

Proprietary Ingredients

N/A



  5% - 10%

N/A

Aliphatic Solvent                              8052-41-3


  40% - 50%
          100 PPM

Aromatic Solvent


1330-20-7


  40% - 50%
          100 PPM

SECTION III:  PHYSICAL DATA
Boiling Point ( F)

350°F


Specific Gravity  (H2O = 1)  6.56lbs/gal

Vapor Pressure (mm Hg)
9.00 @ 68 °F

Percent Volatile By Vol. (%) 100%

Vapor Density (AIR =1)
               More  > 1

Evaporation Rate (BUT. ACETATE = 1)    < 1

Solubility in Water
               Negligible

Appearance and Odor     clear 

SECTION IV:  FIRE AND EXPLOSION HAZARD DATA

Flash Point (Method Used)     90°F TCC


Flammable Limits            Lei                  Uei









            1.0%            6.0%

Extinguishing Media:  Regular Foam, Carbon dioxide, dry chemical

Special Fire Fighting Procedure:  Wear a self-contained breathing apparatus with full-face piece operated in the positive pressure demand mode, and chemical resistant protective equipment.

Unusual Fire and Explosion Hazards:  Vapors are heavier than air, may travel along the ground or be moved by ventilation and ignited by heat, pilot light, flame and sparks.

                       PRICE RESEARCH LTD.  3511 STADIUM DRIVE, KANSAS CITY, MISSOURI 64129

                                                                       Phone:  (816) 924-5955





            www.priceresearchltd.com

       SECTION V:  HEALTH HAZARD DATA

Threshold Limit Value:  N/A
NPCA-HMIS Ratings
Health    2       Flammability   3
   Reactivity  0      Personal Protection  2

NFPA Ratings                    Health    2      Flammability    3          Reactivity  0      Unusual Hazards      2

Effect of over exposure: May cause mild eye irritation, can cause skin irritation, swallowing large amount is harmful, symptoms usually occur at air concentration of fumes

Emergency and first aid procedure: In case of skin contact: Rinse off with water and soap. Apply petroleum jelly, see physician

In case of eye contact: Flush with water – see physician.
If swallowed: Do not induce vomiting, seek emergency medical help.
If inhaled: Move to well ventilated area. (Fresh air) see physician

SECTION VI:  REACTIVE DATA

Stability:
Unstable



Conditions to Avoid:



Stable            X                                  Excessive heat, sparks, flame

Incompatibility (Materials to Avoid):  Do not mix with other chemicals
Hazardous

May Occur

Conditions to Avoid:

Polymerization:       
Will Not Occur   X              Excessive heat, sparks, flame

SECTION VII:  SPILL OR LEAK PROCEDURE

Steps to be taken in case material is released or spilled: Wear appropriate protective clothing, chemical

                                                                                               eye goggles and gear, etc.                                                                           Small Spill:  Use dry clay granules or vermiculite to absorb the chemical.
Large Spill: Eliminate all ignition sources, contain the spill, and transfer to new container
Waste Disposal Method:  Follow all Federal, State, and Local governmental regulations

SECTION VIII:  SPECIAL PROTECTION INFORMATION

Respiration Protection (Specify Type): For enclose area use NIOSH/MSHA approved respirator
Ventilation:
Local Exhaust                X    Provide sufficient mechanical (general and local) ventilation                   

                             Mechanical (General)    X    to maintain exposure below TLV (S)  

Protective Gloves:  Rubber, Neoprene, Chemical

Eye Protection: Use chemical goggles

Other Protective Equipment:  Eye wash station

SECTION IX:  SPECIAL PRECAUTIONS;

Precautions to be taken in handling and storing:  Store a room temperature.  Avoid all skin and eye 

contact.                



               SECTION X TRANSPORTATION INFORMATION

PROPER SHIPPING NAME: Xylene Solution

HAZARD CLASS: 3, UN1307, PGIII

LABEL REQUIREMENTS: Flammable

                                              KEEP OUT OF REACH OF CHILDREN
Price Research, Ltd. expressly disclaims all expressed or implied warranties of merchantability and fitness for particular purpose, with respect to the product or information provide herein. All information appearing herein is based upon data obtained from the manufacturer and/or recognized technical sources.  While the information is believed to be accurate, PR makes no representations as to its accuracy or sufficiency.  Conditions of use are beyond PR’s control and therefore users are responsible to verify this data under their own operating conditions to determine whether the product is suitable for their particular purposes and they assume all risks of their use, handling, and disposal of the product, or from the publication or use of, or reliance upon, information contained herein.  This information relates only to the product designated herein, and does not relate to its use in combination with any other material or in any other process.
