
PRODUCT NAME: SEAL - 5

MANUFACTURER: PRICE RESEARCH, LTD.
3511 Stadium Drive
Kansas City, MO 64129
Phone:  (816) 924-5955

PRODUCT DESCRIPTION:
SEAL - 5 is a unique blend of silicone, combined with evaporating media to provide high
performance, non-yellowing, long protection coating.

Basic Use:
�   Invisible water barrier for brick masonry.
�   Excellent for concrete masonry water repellency.
�   Minimize or eliminate efflorescence.
�   Spalling and cracking are reduced or eliminated.
�   Provide cleaner exterior surfaces.
�   Lets masonry breathe.
�   Excellent for tile, stucco, architectural concrete, etc..

Meets and surpassed Fed. Spec. SS-W-110 b (GSA-FSS) Performance.

Composition and Materials:
SEAL - 5  is a blend of high molecular silicone combined with high grade petroleum solvent.

Available Sizes:
SEAL - 5 is packaged in factory sealed 5 gallon and 55 gallon containers.

TECHNICAL DATA:
Wt. / gal. 7.1-lbs.
Color Water clear
Flash Point 105°F (Tag close cup)

Dry Film Characteristics: (Resistant to)
Acid
Alkali
Gasoline
Food Acid
Airborne pollutant
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APPLICATION: TEST FIRST
1.  Repair all cracks and repoint joints.  Dirt and loose particles should be removed from the surface
     to be treated.
2.  The surface to be treated must be dry.  SEAL - 5 may be applied with brush, roller or spray.  Coat
     surface uniformly, leaving no pinholes or gaps, as rate shown on the coverage table shown below.
     Under normal conditions, surface will dry in 30 minutes.
3.  When spraying apply fine mist coat first to break surface tension.  Go over with coarse second coat
     thoroughly saturating masonry.  Using brush or roller two coats are recommended.

TYPE OF SURFACE

Brick Masonry

Concrete Walls

Stucco

Blocks

APPROXIMA TE COVERAGE

75 - 100

75 - 100

75

50

(Sq.Ft. / Gal.)

NOTE: SEAL - 5 does not bridge structural defects, cracks, etc..

SUGGESTED APPLICA TION

Two Coats

Two Coats

Two Coats

Two to Four Coats

AVAILABILITY AND COST:
Please contact Price Research, Ltd.
Phone (816) 924-5955

LIMITED GUARANTEE:
Price Research, Ltd. has no control over the storage, handling or use of this product, thus the
guarantee is limited to the purchase price of the defective material only.

TECHNICAL SERVICES:
Call Price Research, Ltd. at (816) 924-5955 and ask for Technical Service.

COVERAGE TABLE


