                                                                MATERIAL SAFETY DATA SHEET
TRADE NAME:  Price Seal Wet Look


DATE: January





SECTION I

MANUFACTURER NAME:



emergency telephone no:
Price Research, Ltd.




816-924-5955

3511 Stadium Drive




TRANSPORTATION EMERGENCY NO.:
Kansas City, MO  64129




1-877-889-6449

NAME OF PERSON TO BE CONTACTED:

formula:
   Mr. Arun Patel




  
 Proprietary

              SECTION II COMPOSITION/INFORMATION ON INDGREDIENTS

CHEMICALS

CAS NO#

%(APPROX)


TLV (units)

Acrylic Polymer




           25%


    N/A

Petroleum Solvent Blend



           75%


    N/A




        
SECTION III HAZARDS IDENTIFICATION

Potential Health Effects:

EYE:  May cause mild eye irritation, symptoms include stinging, tearing and redness, severe exposure       

may include: blurred Vision.

SKIN:  May cause skin irritation, dry skin, redness, burning, drying & cracking of skin, burns and other 

skin damage and blistering.                                                                                                           

SWALLOWING:  Harmful, May get in lungs during swallowing or vomiting. This results in lung    

inflammation and other lung injury.

INHALATION:  Breathing large amount may be harmful, symptoms usually occur at air concentration higher than exposure limit. (See Section VIII) 

NPCA-HMIS Ratings       
Health  2       Flammability  3     Reactivity  0        Personal Protection   3

NFPA Ratings

Health  2       Flammability  3     Reactivity  0        Unusual Hazards       3
               

                                                 SECTION IV FIRST AID MEASURES 

EYES:  Move individual away form exposure to fresh air.  Flush eyes gently with water while holding   eyelids apart.  Symptoms persist or visual difficulties see doctor.

SKIN:  Remove contaminated clothing, shoes etc., flush exposed area with water and soap.  Apply petroleum jelly. Symptoms persist see doctor.

SWALLOWING:  Seek medical attention, DO NOT leave individual unattended.  DONOT induce vomiting. 

INHALATION:  Move individual to fresh air. If breathing is difficult, administer oxygen.  Seek immediate medical attention.

                                         PRICE RESEARCH LTD.  3511 STADIUM DRIVE, KANSAS CITY, MISSOURI 64129

                                  Phone:  (816) 924-5955
                                www.priceresearchltd.com

SECTION V FIRE AND EXPLOSION HAZARD DATA

FLASH POINT: (Method Used) 105°F TCC

EXPLOSIVE LIMIT: (For Product) lower 1.00% UPPER 6.0%

AUTO IGNITION TEMPERATURE;  535°F (279°C)

HAZARDOUS PRODUCT OF COMBUSTION:  May form: Carbon dioxide, Carbon Monoxide, various hydrocarbon.

FIRE AND EXPLOSION HAZARDS:  Vapors are heavier than air may travel along the ground or be moved by ventilation and ignited by heat, pilot light, flame and sparks.  Never use welding or cutting torch on or near container (EVEN EMPTY).  Product or vapor can ignite explosively.

EXTINGUISHING MEDIA:  Regular foam, carbon dioxide, dry chemicals.

FIRE FIGHTING INSTRUCTIONS: Wear a self-contained breathing apparatus with full-face operated in the positive pressure demand mode and chemical resistant protective equipment.

SECTION VI ACCIDENTAL RELEASE MEASURES

SMALL SPILL:  Absorb liquid on vermiculite, floor absorbent or other absorbent materials.

LARGE SPILL:  Contain the spill. Eliminate all source of ignition, transfer to new containers.  Avoid run-off to drain, sewers, streams, etc. notify proper authorities as required about spill.

WASTE DISPOSAL METHOD:  Follow all Federal, State and Local governmental regulations.

SECTION VII HANDLING & STORAGE
Store at room temperature.  Avoid all skin and eye contact, store away from heat and open flame.  DO NOT weld near full or empty container.  

                                SECTION VIII EXPOSURE CONTROL/PERSONAL PROTECTION

EYE PROTECTION:  Use chemical splash goggles in compliance with OSHA.

SKIN PROTECTION: Wear hydrocarbon resistant gloves. Wear chemical impervious clothing and

boots.

RESPIRATORY PROTECTION: For enclose area use NIOSH/MSHD approved respirator.  
ENGINEERING CONTROLS: Provide sufficient mechanical (general and local) ventilation to maintain

exposure below TLV(S).

EXPOSURE GUIDELINES: Aliphatic Hydrocarbons (8052-41-3)    OSHA PEL – 500.00 PPM-TWA

                                                   OSHA VPEL – 100.00 PPM-TWA      ACGIH TLV–100.00 PPM-TWA

Section ix physical and chemical properties

Boiling Point (F)         

212°F


Specific Gravity (H2O=1)       0.75

Vapor Pressure (mm Hg)                   3.5


Percent Volatile By Vol (%)   75%

Vapor Density (Air=1)  

Light


Evaporation Rate (BUT. Acetate=1) NA

Solubility in water

None


Appearance and Odor
clear 

SECTION X STABILITY AND REACTIVITY
hAZARDOUS pOLYMERIZATION: Will not under go polymerization.
HAZARDOUS dECOMPOSITION: May form: carbon dioxide and carbon monoxide, various hydrocarbon.

CHEMICAL stability: Stable.

SECTION XI TRANSPORTATION INFORMATION
DOT INFORMATION: 49 CFR 172.101 PETROLEUM DISTILLATES, N.O.S. COMBUSTIBLE LIQUID, UN1268, pgiii
Price Research, Ltd. express disclaims all expressed or implied warranties of merchantability and fitness for particular purpose, with respect to the product or information provide herein. All information appearing herein is based upon data obtained from the manufacturer and/or recognized technical sources.  While the information is believed to be accurate, PR makes no representations as to its accuracy or sufficiency.  Conditions of use are beyond PR’s control and therefore users are responsible to verify this data under their own operating conditions to determine whether the product is suitable for their particular purposes and they assume all risks of their use, handling, and disposal of the product, or from the publication or use of, or reliance upon, information contained herein.  This information relates only to the product designated herein, and does not relate to its use in combination with any other material or in any other process.
